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IP Cleaning S.p.A.
Viale Treviso 63 - 30026 Summaga di Portogruaro (VE) - Italy
Tel. +39 0421 205511 - Fax +39 0421 204227 - info@ipcworldwide.com - www.ipcworldwide.com

CODE: KTRI04597 CODE: PMVR06189 CODE: FTDP40014 CODE: FTDP00359
FILTERING KIT COMPLETE CAP FOR 

INLET (FOR SAFE 
DISPOSAL)

POLYCARBON PREFILTER HEPA CARTRIDGE

PLANET 201 HEPA

PLANET 201 HEPA
Code ASID00411
TECHNICAL DATA
Usage DRY
Number of phases single phase
Voltage V 220-240
Frequency Hz 50-60
N. and type of motor 3x2 stages
Power W 2900 - 3300 max
Water lift mmH2O 2470
Airflow m3/h 510
Tank Capacity/Material l 40
Diameter of inlet mm 60
Filtering surface cm2 25000
Sound Pressure Level dB(A) 76
Dimensions (LxWxH) mm 740x660x1100
Weight Kg 65

STA N DA R D  E Q U I P M E N T

O P T I O N A L  ACC E SS O R I E S
Basic tool kit Ø50-60 mm PMDT00443
Anti-Static tool kit Ø50-60 mm PMDT00436

VACUUM CLEANERS - INDUSTRIAL SOLUTIONS - HIGH FILTRATION

E XC LU S I V E  C H A R AC T E R I ST I C S

INDEPENDENT MOTORS WITH LIGHT SWITCHES
RELIABLE CONSTRUCTION FOR INTENSIVE USE 
DETACHABLE TANK AND SOLID CART
MULTI STAGE FILTRATION
DOUBLE STAGE MOTORS AND TURBINE
BIG AND BRAKED WHEELS
INDUSTRIAL FRAMEWORK WITH AISI 304 WITH DETACHABLE TANK
STARSHAPED FILTER, PCB PREFILTER AND ADDITIONAL CARTRIDGE
VACUUM RELIEF VALVE AND FILTRATION LEVEL INDICATOR
HEPA H13 CARTRIDGE AND FILTERS SURFACE AREA
RESITANT FRAMEWORK AND INLET PLUG FOR SAFE TRANSFER


